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dralon’

astep ahead in acrylic fibers

TECHNICAL FILE
TEKNISK SPECIFIKATION

Composition / Komposition
Width / Bredd

Weight / Vikt

Length of rolls / Rullangd
Finish / Finish

Light fastness / Ljusakthet

Other features
Andra egenskaper

Tolerance
Tolerans

Cleaning instructions / Tvattinstruktioner

Applications / Applikationer

Optional fabric treatments
Valbara tygbehandlingar

WATER STAIN
RESISTANT RESISTANT

MOULD
RESISTANT

K E3 B3 k&S

PROTECT

LISO HELIX
100% Dralon®
160 cm / 63"
220 gr/ m? 270 gr/ m?
50 ml 30 ml

Water repellent / Vattenavstotande
6-7/8
UNE EN ISO 105-B02:2014

Prevents from condensation in hot and humid environments.
Motverkar kondens i varma och fuktiga miljoer.

Sensitive values of tolerance of + /- 5%
Kénsliga varden for tolerans pa + /- 5%
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FLAME RETARDANT / FLAMSKYDD
- UNE 1021 PARTS 1-2

- IMO PEF 2010 Anex 1. Part 8

- BS 6852 Cigarrete & Match

WATERPROOF / VATTENTAT
- laminated 1000 mm
- laminerat 1000 mm

v DURABLE NO EASY

RESISTANT STRONG CONDUCTOR ~ TO CLEAN

Olcanon

M-AC 31



