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100% Solution Dyed Acrylic

TECHNICALFILE Li R Exod

TEKNISK SPECIFIKATION Iso ayure xodo
100% Solution Dyed Acrylic

Composition [ Komposition

Width [ Bredd 160 cm [ 63"

Weight [ vikt 260 gr [ m? 260 gr [ m? 300 gr / m?

Rapport / 15,5 cm /

Length of rolls / Rulléingd 50 mi

Finish
Finish

Water repellent with stain resistant treatment
Vattenavstétande med fléickskyddsbehandling

Light fastness / Ljusékthet

7/8
UNE EN ISO 105-B02:2014

Fiber structure (upper layer)
Fiberstruktur (6vre Iagret)

O The strong link between the carbon is not
destroyed, so the color does not change with
the passage of time.
Den starka I&dnken mellan kolet forstors inte,

vilket gor att fargen inte éindras
OXC med tidens géng.

H) (c

Warranty [ Garanti 5 years [ 5 &r
Tolerance Sensitive values of tolerance of + [ - 5%
Tolerans Kansliga vérden for tolerans pé + [ - 5%

Cleaning instructions [ Tvéttrad

B B oA 2 X

Applications [ Applikationer

midZREEAA WEREERA

Optional fabric treatments
Valbara tygbehandlingar

FLAME RETARDANT / FLAMSKYDD
- UNE 1021 PARTS 1-2

- IMO PEF 2010 Anex 1. Part 8

- BS 5852 Cigarrete & Match

WATERPROOF | VATTENTAT
- laminated 1000 mm
- laminerat 1000 mm

WATER STAIN MOULD
RESISTANT = RESISTANT  RESISTANT

AN

uv uv DURABLE NO EASY BLEACH

PROTECT  RESISTANT ~ STRONG CONDUCTOR TO CLEAN endly
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